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230 V AC

12 V DC / 1 A
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2 x 12 V 
serial connection

Code Input  
voltage

Output  
voltage

Output 
current

Dimensions 
L×W×H / R
 [+/- 2mm]

DCDCH-12V1A-SD

18÷30 V DC 12 V DC

1A 48×50×25 / 56

DCDCH-12V2A-SD 2A 58×58×28 / 66

Features:
 • power supply: 18÷30 V DC
 • available models output voltage: 12 V DC / 1A; 2A
 • hermetic enclosure IP67, ABS, epoxy encapsulated
 • length of DC input cable: 0,3m
 • length of DC output cable: 0,5m + DC plug 5.5/2.1 female
 • protections:

 ◦ SCP short circuit protection
 ◦ OLP overload protection 
 ◦ against reverse input voltage polarity

 • notes:
 ◦ mounting: 2 Ø3,2mm holes

 • warranty: 2 years from production date

DCDCH

Sample product: DCDCH-12V1A-SD

e.g.: HPSB-24V3A-B

Designed for long cable lengths
eliminating voltage drops

IP67 enclosure,  
epoxy encapsulated

JACK plug  
DC 5,5/2,1 (female)

DCDC voltage converters – 12 V DC
hermetic IP67, epoxy encapsulated


