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Code Output voltage Total output current 
with charging

Battery charging 
current

Dimensions
L×W×H [+/- 2mm]

DING2-12V2A
13,8 V DC

2,5 A 0,5A 106×91×60
DING2-12V3A 3,5 A 0,5A / 1A

176×91×60
DING2-12V5A 5,0 A 1A / 2A

DING2-24V2A
27,6 V DC

2,0 A
0,5A / 1A 176×91×60

DING2-24V3A 3,0 A

Features:
 • power supply: 200÷240 V AC;
 • impulse voltage stabilizer;
 • compliance with norm EN50131-6:2017 in grade 1, 2  
and II environment class;

 • compliance with norm (KD) EN60839-11; 
 • technical outputs OC type:

 ◦ EPS – technical output indicating AC power loss; 
 ◦ APS – technical output of battery failure;

 • function START allows running PSU from battery circuit;
 • deep discharge battery protection (UVP);
 • protections:

 ◦ SCP short circuit protection, OLP overload protection;
 ◦ OVP overvoltage protection, surge protection;

 • possibility of mounting power supplies on TH35 rail;
 • surface mounted – 2 holes; 
 • warranty – 2 years.

Buffer switch mode power supplies series (Grade 1, 2)  
for DIN rail

DING2

Accessories:

MPOC technical outputs relay 
module.

Surface-mounted

 • AWO611

 • AWO612

 • AWO613

 • AWO621

 • AWO622

 • ARADIN1

 • ARADIN2

 • ARADIN3

RACK 19” DIN rail – RACK 19”

 • RADIN

Additional materials:
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Related products:

Enclosures with DIN rails


