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Code Output  
voltage

Total output 
current with 

charging
Battery 

charging current
DIN  

adapter
Dimensions 

L×W×H

PSB-12V2A

13,8VDC

2,5A 0,5A DIN1 / DIN2
110×78×36

PSB-12V3A 3,5A 0,5A DIN1 / DIN2
PSB-12V5A 5,5A 0,5A / 1A DIN2 129×98×40
PSB-12V7A 7,0A 1A / 2A DIN3 159×98×42
PSB-12V10A 10A 1A / 4A DIN3 199×110×50
PSB-12V15A 15A 2A / 4A DIN3 / DIN4 214×114×50
PSB-12V20A 20A 2A / 4A / 8A DIN4 237×168×54
PSB-24V2A

27,6VDC

2,2A 0,2A / 0,5A DIN2 129×98×40
PSB-24V3A 3,5A 0,5A / 1A DIN3 159×98×42
PSB-24V5A 5,0A 0,5A / 2A DIN3 199×110×50
PSB-24V7A 7,0A 1A / 2A DIN3 / DIN4 214×114×50
PSB-24V10A 10A 1A / 2A / 4A DIN4 237×168×54
PSB-48V3A

54VDC
3A 0,5A / 1A DIN3 199×110×50

PSB-48V5A 5A 0,5A / 1A / 2A DIN4 237×168×54

Features:
	• enclosed modular switching power supply;
	• protection against deep discharge of battery;
	• possibility of selecting battery charging current *;
	• possibility of expansion with PKAZ168 optical signal module;
	• possibility of mounting power supplies on TH35 rail  
(required DIN adapter).

* depending on model

Buffer switch mode power supplies series 
enclosed

PSB

Accessories:

Holders, adapters for power supplies
(they enable the mounting power supplies  

on TH35 rail).

Set for optical indication
(three LEDs indicating status of  

power supply).
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