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Accessories:

Holder, adapter for power supplies  
(allows mounting power supplies on TH35 rail).

Set for optical indication
(three LEDs indicating status of  

power supply).

Code Output voltage
(adjustable)

Output  
current

Number of  
outputs

DIN  
adapter

Dimensions  
L×W×H 

[+/- 2mm]

PSDC-12V4x1A

12VDC
(12–15VDC)

4A 4

DIN4

200×120×48

PSDC-12V8x1A 7A 8 204×141×52

PSDC-12V16x1A 15A 16 237×168×55

Features:
 • enclosed modular switching power supply;
 • adjustable output voltage (12‒15VDC)
 • each output protected by separate fuse;
 • selectable fuse (F1A ÷ F2A);
 • fuse failure indication (optical and relay type technical output);
 • possibility of expansion with PKAZ168 optical signal module;
 • possibility of mounting power supplies on TH35 rail (required DIN adapter).

Multi-output power supply units 12VDC 
enclosed with adjustable output voltage

PSDC

https://www.pulsar.pl/en/karta/PSDC-12V4X1A.pdf
https://www.pulsar.pl/en/karta/PSDC-12V8X1A.pdf
https://www.pulsar.pl/en/karta/PSDC-12V16X1A.pdf



